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Replacing standard photocell with laser photocell (N51.2608) 
 
FS1xx/FS3xx machines with Carriage 0: 
 

1) Switch OFF machine 

2) Disconnect  connector from your existing photocell 

 
3) Remove old photocell  from carriage 

4) Install new laser photocell on carriage. Use suitable bracket depending 

of your carriage and photocell version 

5) Connect cable connector to photocell. Take care about pin inside, do not 

broke connector. 

6) Follow cable from photocell. At some point , you will found clamp on 

carriage where photocell cable is connected with rest of installation of 

machine. There are four wires in photocell cable: blue, black, white and 

brown. White and brown are connected together in same clamp. 
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Disconnect/cut ONLY WHITE wire like shown on picture down and 

insulate it. 

 

 
 

7) Switch ON and test machine. Set angle and range of photocell if    
necessary. 

 
IN THE NEXT PAGES YOU WILL SEE THE BRACKETS TO ASSEMBLY THE 
LASER PHOTOCELL ON THE CARRIAGES. 
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Position of the photocell on the Carriage 1 (production code FS3.0280G) 
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Remove Top carter of the carriage. 
Position the laser photocell with its bracket as shown in the drawing and mark 
on the frame of the carriage where to drill, then drill and do the threading, 
(Fig.1 / Fig.2); 
 
Fig.1 

 
 
Fig.2 
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Fix the bracket with its screws, (Fig.3 / Fig.4); 
 
Fig.3 

 
 
Fig.4 
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Cut the top carter of the correct dimension to fit the laser photocell, (Fig.5 / 
Fig.6); 
Fix the photocell connector (it could be that it was too short, in this case 
create extensions up to the terminals). 
 
Fig.5 

 
 
Fig.6 
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