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2.2. DESCRIPTION OF ACCESSORIES ON REQUEST  
 
To increase the performance and versatility of the machine, the Manufacturer makes 
the following accessories available.  

 
- Labeling machine (A): it allows to print a label with the weighing information to 

be applied on the pallet ; 
 
 
 

(A)  
 
 

- Support  for ind icator  (B). 
 
 
 

 

(B) 
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2.3. TECHNICAL DATA 
 
The illustration and table show the dimensional characteristics and technical data of 
the machine.  

 
Dimension s referred to FS360 machine with turntable Ø 1500mm, mast  H=2100mm.  
 
 
2.3.1. TECHNICAL CHARACTERISTICS 
 
Value Supply voltage V 220 - 240 1Ph 
Electric current frequency 50/60 Hz  
Installed power 5 W  
Maximum capacity 2000 kg  
Operating ambient temperature ° C 0 ÷ 40  
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2.4. NOISE LEVEL 
 
The weighing device works in combination with a wrapping machine . For the noise 
level, refer to the values indicated in the instru ctions for the use of the wrapping 
machine  to which the weighing device is combined.  
 
2.5. INSTALLATION ENVIRONMENT CHARACTERISTICS 
 
Careful consideration must be given to the place where th e machine is  
to be installed, in order to ensure that it may be easily operated, without  
creating any unnecessary risks for personnel.  
 
Therefore we suggest the following prerequisites:  
�²  suitable room temperature (See "Technical data");  
 
�²  a suitably ai red place so that when the machine is working, the degree of 

humidity is not unpleasantly high/low from the point of view of the operator;  
 
�²  a sufficient lighting in order that a pleasant, relaxing working environment is 

created for the operator;  
�²  a bo undary area that must be left around the machine for safety reasons;  
 
�²  a flat surface, steady and without vibrations with adequate weight  

supporting capacity, also in consideration of the palletised loads to be  
wrapped;  
 

�²  The area must be equipped with  a power supply socket and a compressed air 
supply socket.  
 

Danger warning  
Use of this machine in explosive environments or when exposed to  
the elements is strictly forbidden.  
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3. INFORMATION ON HANDLING AND INSTALLATION 
 
3.1. RECOMMENDATIONS FOR HANDLING AND LOADING  
 
- Before carrying out any operation, the authorized personnel  shall ensure they 

have fully unders tood the Operating Instructions;  
 
- Carefully read the Operating Instructions contained in the manual and the ones 

directly labelled on  the package and/or the machine;  
 
- Implement adequate safety conditions in compliance with the  current 

regulations on safety at work to prevent and minimize  risks. 
 
- Respect the SAFETY WARNINGS. Avoid any IMPROPER USE of the machine and 

assess the RESIDUAL RISKS. 
 
3.2. PACKAGING AND UNPACKING  
 
The packing is realised, keeping the overall dimensions low, also in consid eration of 
the transport chosen. To facilitate transport, shipping can be performed with some 
components disassembled and appro priately protect ed and packaged. During 
unpacking, check the integrity a nd exact quantity of components. Packaging 
material should be appropriately disposed according to the laws in force.  
 
3.3. TRANSPORT AND HANDLING 
 
Transport, also according to the  destination, can be performed  by different vehicles.  
Carry out the transport with suitable means and adequate capacity.  
Make sure that the machine and its components are properly anchored to the 
means of transport.  
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3.4. INSTALLATION OF DISMOUNTED PARTS 
 
1. Position weighting kit in an assembly area;  
 

2. Install the load cells on the scale unti structure, (previously positioning the fixing 
brackets if necessary: fix these 4 brackets to the floor through the supplied 
pressure caps);  

   

 
 

 
Bracket to fix  
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3. Adjust the height of the load cell feet so that all the feet rest on the floor. It is 
important to take care that the supporting feet of the load cells are not 
damaged. Act on the support feet to level the machine. Check the condition of 
the flatness with a special l evel;  

 
Heig ht adjustment of load cell feet  

4.  Fix the position of the feet blockin g them with the appropriate nut;  

 
Locking load cells feet  
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5.  Fix the two machine support brackets to the scale structure ( mast side of the two 
square tubes);  

 
Fixing brackets  

 

 
Bracket positioning  

 

Position of 
brackets for table 
diameter 1500mm 

 

Position of 
brackets for table 
diameter 1650mm 
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Position brackets for table 1500mm    Position brackets for table 1650mm  

6.  Remove the disk from wrapping machine turntable;  
 
7. Thread M6 holes indicated in red in the following two images: the first one  is 

related to the 1500mm diameter table, the second one is relative to the 1650mm 
table.  

 
Turntable diameter 1500mm  
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Turntable diameter 1650mm  

 

 
Threading holes to fix the carter  

 
 

Metric 
thread M6 



   

FROMM Wrapping Systems S.r.l.  
Viale del Lavoro 21  
IT-37013 Caprino V.se. (VR)  
ITALY 

Office.  0039 045 205 7300 
Fax. 0039 045 205 7373 
info@fromm -stretch.com  
www.fromm -stretch.com  

Bank. Banca Popolare di Verona  | IT-37010 |  ITALY 
Account Nr.  000000000227 | Swift Nr.  IT-BAPPIT21130 
Iban.  IT11-W-05034-85830-000000000227 
Vat Nr.  04146150232 | EORI.  IT 04146150232 

 

8. Lift the machine using  the appropriate openings on the base a nd position it 
correctly on the scale unit  structure ; 

 
Turntable positioning on the scale unit structure  

 
9. Fix the machine to the frame with the appropriate screws (screws N1.1557, plain  

washers N1.6109, split washers N1.6215, nuts N1.5106) as shown in the figure;  

 
Holes position for fixing the machine to the scale unit structure  
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Fixing the machine to the scale unit structure 

 

 
Mast side fixing 
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10. Fix three correct carters (on each carter there is the diameter writing), with the 

appropriate screws (screws N11.1135, split washers N1.6204, plain washers 

N1.6175); 

     

       Right side carter        Left side carter 

 

 

       Central side carter  

Table 
diameter 

compatibility 
indications 
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11. Fix the weight indicator tool by removing the two bolts at the top of the mast, 

positioning the tool bracket and re-fixing the bolts; 

 

Fixing the weight indicator tool to the mast 

 

12. Place the cables correctly and fix them throught the supplied magnets; 

 
Fixing the cables position on the mast 
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13. Fix the cable coming from the load cells to the structure; 

 
 

14. Reassemble the disk; 
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Part no. RIF Description Specification English Q.ty

FS1.0358A 1 Group Group scale unit RAL 5010 Blue Sablè 1

FS1.0385A 2 Group Group scale instrument RAL 5010 Blue Sablè 1

Carter for diameter 1650mm

FS1.2814 3 Carter Carter protection for base d.1650mm scale unit 2

FS1.2816 4 Carter Carter protection for base d.1650mm scale unit 1

Carter for diameter 1500mm

FS1.2819 5 Carter Carter protection for base d.1500mm scale unit 2

FS1.2820 6 Carter Carter protection for base d.1500mm scale unit 1

N1.6175 7 Washer Plain washer 6.4x25x1.8 BN732 Bossard zinced 27

N1.6204 8 Washer Spring lock washer DIN127-B UNI1751/52A M6 zinced 27

N11.1135 9 Screw Cylindrical head cap screw M6x12 UNI5913 DIN912 zinced 27

FS1.0386A Scale unit complete RAL 5010 Blue Sablè 
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Part no. RIF Description Specification English Q.ty

FS1.0357 1 Group Group junction box 1

FS1.0368 2 Group Group load cell 6

FS1.2770A 3 Structure Welded structure scale unit RAL 5010 Blue Sablè 1

FS1.2774A 4 Bracket Rear fixing bracket RAL 5010 Blue Sablè 2

FS1.2775A 5 Carter Carter RAL 5010 Blue Sablè 1

FS1.2811A 6 Bracket Angular bracket RAL 5010 Blue Sablè 1

FS1.2812A 7 Plate Plate RAL 5010 Blue Sablè 6

FS1.2833A 8 Plate Locking plate RAL 5010 Blue Sablè 4

N1.1104 9 Screw Cylindrical head cap screw M8x20 UNI5931 DIN912 black 6

N1.1213 10 Bolt Button head bolt ISO7380 M4x8 4

N1.1557 11 Screw Hexagon head screw UNI5739 DIN933 M8x25 zinced 4

N1.4202 12 Cap Cap Fisher FBN10/15-23 8

N1.5106 13 Nut Nut M8 UNI5588/65 zinced 4

N1.5307 14 Nut Nut self-locking M4 UNI7474 DIN985 zinced 4

N1.6109 15 Washer Washer d.24x8.4x2 DIN9021/B zinced 8

N1.6215 16 Washer Spring lock washer M8 UNI1751/52A DIN127-B- zinced 10

N11.1124 17 Screw Cylindrical head cap screw M8x12 UNI5931 DIN912 zinced 2

N5.3428 18 Plastic tie Plastic tie 9

N5.3811 19 Dist. piece Distance piece M4 L=50mm male-female 4

FS1.0358A Group scale unit RAL 5010 Blue Sablè 
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Part no. RIF Description Specification English Q.ty

FS1.2758 1 Junction box Perforated junction box 1

N1.6115 2 Washer Plain washer M4 UNI6592/69 DIN125A zinced 4

N1.6160 3 Washer Plain washer M4 4.3x14x0.8 BN735 Bossard zinced 2

N1.6183 4 Washer Plain washer 3.2x7 UNI6592 zinced 2

N1.7212 5 Bolt Bolt 2.5x8 Bossard zinced 2

N11.1115 6 Bolt Cylindircal head cap bolt M4x8 UNI5931 DIN912 zinced 4

N5.3340 7 Gland Gland M16x1.5 grey 1

N5.3341 8 Locknut Locknut M20 grey 2

N5.3352 9 Gland Gland M20 grey 2

N5.3354 10 Locknut Locknut M16 grey 1

N5.3375 11 Gasket Gasket 3 cable gland holes 2

N5.6113 12 Bar Bar 1

N51.6104 13 Clamp Clamp 3

N51.6105 14 Cover Cover for clamps 1

FS1.0357 Group junction box
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Part no. RIF Description Specification English Q.ty

FS3.2527Z 1 Plate Plate zinced 1

N1.1581 2 Screw Hexagon head cap screw M12x55 UNI5737 DIN931 zinced 2

N1.5134 3 Nut Nut M12 DIN439B Bossard BN124 zinced 1

N1.6182 4 Washer Washer M12 13x24x2.5 UNI6592 DIN125A zinced 2

N1.6249 5 Washer Lock washer M12 12.2x18x2.5 zinced DIN7980 2

N4.4324 6 Foot Adjustable foot M12 1

N7.5170 7 Load cell Load cell M12 1

FS1.0368 Group load cell
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Part no. RIF Description Specification English Q.ty

FS1.2884A 1 Bracket Bracket RAL 5010 Blue Sablè 1

FS1.2891 2 Display Indicator display 1

N1.1546 3 Screw Hexagon head cap screw M10x25 UNI5739 DIN933 zinced 1

N1.5306 4 Nut Self-locking M10 UNI7474 DIN985 zinced 1

N1.6130 5 Washer Washer D.10.5x30x2.5 M10 DIN9021 Bossard BN729 zinced 2

N1.6306 6 Washer Washer D.10x22x0.5 M10 DIN988 Bossard BN748 zinced 2

FS1.0385A Group scale instrument RAL 5010 Blue Sablè 

02/04/2019 N-FS1.0385.V01.01.xls




